
1 VALVE  5000/1600 SE

Valve material Noryl

Inlet / outlet 1" or 3/4"  BSP

Flow rate (3,5 Bar inlet) valve alone

Continuous (1 bar drop) 4,7 m³/h

Peak (1,8 bar drop) 6,1 m³/h

Cv * 5,4

Maximum backwash (1,8 bar drop) 3,8 m³/h

Downflow regeneration

Adjustable cycles yes

Time available (mechanical) Up to 99 minutes each cycle

Dimensions

Distributor pilot 26,7 mm (1")

Drain line 1/2"

Brine line      3/8"

Mounting base 2 1/2" - 8 NPSM

Height (from top of tank) 205 mm

Electrical rating 24V-50 Hz

Pressure

Hydrostatic 20 bar

Working 1,4 - 8,5 bar

Working temperature 1 - 43° C

Meter

Accuracy range (+/- 5%) 1 l/min - 57 l/min

Capacity range     Up to 9999 m³

 

Options Upflow regeneration

By-pass valve

Filter

* Cv : Flow rate of valve alone in GPM at 0,07 Bar pressure drop

SIMPLEX SOFTENER 5000 SE

DATASHEET SIMPLEX 5000SE



1 COMPOSITE VESSEL 

Resin S1468F type of tank diameter mm max. height mm

20 L C-0835-A3 208 887

30 L C-0844-A3 210 887

40 L C-1044-A3 257 1117

60 L C-1248-A3 304 1216

80 L C-1354-A3 334 1367

100 L C-1465-A3 369 1660

120 L C-1465-A3 369 1660

1 BRINE TANK

A x B O x D

lichaam maat rand maat

Liter A B O D E

100 440 630 467 680 5

150 500 750 530 800 5

200 490 1000 530 1050 5

AVAILABLE OPTIONS

Salt grid for brine tank Safety brine valve          Salt alert 
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